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UL94 FLAMMABILITY CLASSIFICATION 

INFORMATION FOR CUSTOMERS 
 

MacDermid 
Autotype 
Product 

Grade UL Classification UL File/Registration No 

Autoflex PC 
(Hard Coated 
Polycarbonate) 

G/A180    G/A250 
G/A380    G/A480 
G/A750 

UL94 HB E165805  

 
For confirmation of the above information please visit 

http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/index.htm 
Search by UL File No e.g. E165805 

 
The MacDermid Autotype products detailed below do not have a UL94 flammability 
classification.  However the base material used in these products does have a 
classification, as detailed below. 
 

MacDermid 
Autotype 
Product 

Grade Grade UL 
Classification 

UL File/Registration No 

Autotex V/F/S150         
V/F150 XE    
Inkjet 

V/F/S200 
V/F200 XE 

UL94 HB  E93687 

Autotex V/F280 
 

 UL94 VTM2 E93687 

Autotex V/F/S157       
V/F157 XE      
F157L AM       

V/F/S207 
V/F207 XE 
F207L AM 

UL94 VTM2 E93687 

Autotex DP F150               F200 UL94 HB  E93687 

Autoflex EB G/A130   
G/A180 
G/A250 

 UL94 VTM2 E93687  

Autoflex EB G/A137 
G/A187 

 UL94 VTM2 E93687 

Autostat CT3 
CT4 
CT5 
CT7 

 UL94 VTM2 E93687 
 

Autostat AHU3    
AHU4 
AHU5 

 UL94 VTM2 E93687 

Autostat CUS5  UL94 VTM2 E132650 

 
For confirmation of the above information please visit 

http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/index.htm 
  31 March 2009 


